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Safety Precautions

1. Important Safety Instructions

Read these instructions.
Keep these instructions.
Heed all warnings.
Follow all instructions.
Do not use this apparatus near water.
Clean only with dry cloth.
Do not block any ventilation openings. Install in accordance with the manufacturer’s instructions.
Do not install near any heat sources such as radiators, heat registers, stoves, or other
apparatus (including amplifiers) that produce heat.
Do not reverse the safety purpose of the polarized or grounding-type plug. A polarized plug has two
blades with one wider than the other. A grounding type plug has two blades and a third grounding
prong. The wide blade or third prong are provided for your safety. If the provided plug does not fit into
your outlet, consult an electrician for replacement of the obsolete outlet.
Protect the power cord from being walked on or pinched particularly at plugs, convenience receptacles, and the point
where they exit from the apparatus.
Only use attachments/accessories specified by the manufacturer.
Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold with the
apparatus. When a cart is used, use caution when moving the cart/apparatus combination to avoid injury from tip-

over.

Unplug this apparatus during lightning storms or when unused for long periods of time.

Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged in any
way, such as power-supply cord or plug is damaged, liquid has been spilled or objects have fallen into the apparatus,
the apparatus has been exposed to rain or moisture, does not operate normally, or has been dropped.

WARNING | TO PREVENT FIRE OR SHOCK HAZARD DO NOT EXPOSE THE SET TO RAIN OR MOISTURE.

2. Notice

THESE SERVICING INSTRUCTIONS ARE FOR USE BY QUALIFIED SERVICE PERSONNEL ONLY. TO REDUCE THE RISK OF
ELECTRIC SHOCK DO NOT PERFORM ANY SERVICING OTHER THAN THAT CONTAINED IN THE OPERATING INSTRUCTIONS
UNLESS YOU ARE QUALIFIED TO DO SO.

The apparatus shall not be exposed to dripping or splashing and that no objects filled with liquids, such as vases, shall

be placed on the apparatus.
The mains plug is used as the disconnect device. The disconnect device shall remain readily operable.
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CAUTION
RISK OF ELECTRIC SHOCK
DO NOT OPEN

.

WARNING sHoCK HAZARD-DO NOT OPEN
AVIS RISQUE DE CHOC ELECTRICUE-NE PAS OUVRIR

The Lightning Flash with arrowhead
symbol within an equilateral triangle, is
intended to alert the user to the presence
of un-insulated "dangerous voltage" within
the product enclosure that may be of
sufficient magnitude to constitute a risk of
shock to persons

TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT
REMOVE THE COVER(OR BACK).

NO USER-SERVICEABLE PARTS ARE INSIDE.

REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.

The exclamation point within an
equilateral triangle is intended to alert the
user to the presence of important
operating and maintenance (servicing)
instructions in the literature
accompanying the product



Before You Begin

1. Main Features

1Digital Cable Receiver

1Time Shifting with External USB 2.0 Devices (Up to 3 Hours)
TRecording & Playback with External USB 2.0 Devices
TEvent Recording by EPG

TRecording and Time Shifting Simultaneously

TRecording and Playback Simultaneously

18 Digits VFD on the Front Panel

T Dual USB 2.0 Host Support(MP3 Player & JPEG Viewer)
T Software & Service Data Transfer via USB

T MPEG-II Digital & Fully DVB Compliant

1 Support EPG(Electronic Program Guide)

10n-Screen Display with 65535 Color Full Resolution

1 Favorite Service Groups

T Powerful Service Control by Favorites, Lock, Skip, Move and Delete
1Service Sorting by Alphabet, Transponder and CAS

T Multi-language Supported (OSD & Menu)

1Teletext Support

TMaximum 10,000 Services Programmable

T Multi-picture Display

T Parental Lock / System Lock / Installation Lock

TCVBS Video & Audio Output via RCA

1CVBS, RGB Video & Audio Output via TV SCART

1 Optical Output for Digital Audio
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2. Accessories

User’s Manual

Remote Control

AAA size Batteries X 2

C—

RCA cable

SCART cable (optional)

USB Flash memory 16/32Gb (optional)




